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MASKING TAPE M500

MASKING TAPE M506

MASKING TAPE M502

MASKING TAPE M502 is resin impregnated
crepe paper, coating with special rubbber
based pressure sensitive adhesive. 

MASKING TAPE M506 is a pressure
sensitive type of resin impregnated
crepe paper as carrier.

MASKING TAPE M500 is a pressure 
sensitive type of resin impregnated 
crepe paper as carrier.

FEATURES:
• It is classified as a general purpose grade with easy release unwinding.

APPLICATION:
Suitable for
• Light packing.
• Bundling.
• Most of the general application usage.

STANDARD SIZES:
Width: 12mm, 18mm, 24mm, 36mm, 
 48mm, 60mm, 72mm
Length: 50m, 55m

Other widths and lengths are also 
available upon request.

FEATURES:
• An excellent quality industrial crepe-based 
  masking paper exhibiting excellent finger tack, 
  good adhesion and cohesion.
• Easy unwinding allows fast taping.
• This specially formulated rubber based pressure
   sensitive tape is for high temperature applications
   without leaving any tacky residue when removed.
•  This tape is with high conformability and good strength.

APPLICATION:
• For sealing and packaging usage.
• Good masking performance in high 
   temperature (ambient to 150˚ Celsius for 1 hour).
• Most suitable for automotive spraying industry 
   and electronic industry such as bandoleering, 
   electroplating and soldering usage.

STANDARD SIZES:
Width:   6mm, 9mm, 12mm, 18mm, 36mm, 48mm, 72mm
Length: 50m, 55m

Other widths and lengths are also 
available upon request.

FEATURES:
• A tan coloured tape exhibiting moderate finger tack and good adhesion. 
• Easy unwinding allows fast taping. 
• This tape is with high conformability and good strength.

APPLICATION:
• Binding and packaging usage.
• General household binding tape.
• Temporary masking.

STANDARD SIZES:
Width: 12mm, 18mm, 24mm, 36mm, 
 48mm, 60mm, 72mm
Length: 50m, 55m

Other widths and lengths are also 
available upon request.

DOUBLE SIDED FOAM TAPE

DOUBLE SIDED FOAM TAPE is a versatile
Pressure Sensitive Adhesive (PSA) suitable
for mounting and bonding purposes.

FEATURES:
•  Double Sided White Foam Tape exhibiting high adhesion and high cohesion, suitable for indoor condition mounting purposes.
•  Double Sided Black Foam Tape exhibiting gap filling properties. It is ideal for mounting and holding fixtures material for both indoor and outdoor usage.

STANDARD SIZES:
Width: 12mm, 18mm, 24mm
Length:  1.5m, 10m
Other widths and lengths are 
also available upon request.

GRADE AVAILABLE:
• Double Sided White 
   Foam Tape
• Double Sided Black 
   Foam Tape

PHYSICAL PROPERTIES:

Tape Type Thickness
180˚ Peel
Adhesion
To Steel

Initial Tack Weather
Resistance

(mins)
PSTC

(g/25mm)
ASTM/PSTC

Min 1440
Min 1440

DSFT White
DSFT Black

Min 1440
Min 1440

Poor
Average

1.50mm
1.50mm

APPLICATION:
• Double Sided White Foam Tape for general 
 mounting such as posters, number plates and 
 light weight objects.
  • Double Sided Black Foam
   Tape used in auto industry 
   to mount car lining, window 
      rain guard, number 
       plates and decorations.

PHYSICAL PROPERTIES:

600g/25mm 6 ball no. Nil 7%
Solvent
Rubber0.120mm

Total
Thickness

180˚ Peel
Adhesion
To Steel

Initial
Tack Curing Elongation Adhesive

80°C

Max
Temperature
Resistance

PHYSICAL PROPERTIES:

800g/25mm 9 ball no. Yes 8%
Solvent
Rubber0.135mm

Total
Thickness

180˚ Peel
Adhesion
To Steel

Initial
Tack Curing Elongation Adhesive

150°C

Max
Temperature
Resistance

PHYSICAL PROPERTIES:

700g/25mm 7 ball no. Nil 7%
Solvent
Rubber0.125mm

Total
Thickness

180˚ Peel
Adhesion
To Steel

Initial
Tack Curing Elongation Adhesive

100°C

Max
Temperature
Resistance



 72mm
Length: 10m

Other widths and lengths are also 
available upon request.

PHYSICAL PROPERTIES:

Tape Type ThicknessCarrier Initial Tack Weather
Resistance

(ball no.)
J.Dow

Cotton
Polyster

DSCT
DSCT

Min 8
Min 8

Good
Excellent

Average
Average

PVC INSULATING TAPE

PHYSICAL PROPERTIES:

Tape Type ThicknessAdhesion
To Steel

Tensile
Strength

Elongation
At Break

kg/25mm kg/25 %

0.423PVC
Insulating

6.5 185 0.115mm PVC INSULATING TAPE is composed of
a soft PVC film excellent for insulation

FEATURES:
• It is a plasticied PVC tape coated with solvent rubber adhesive available in various colours 
   with good voltage resistant suitable for wire and cable insulation or repairs, sealing,
   protection or colour coding.

APPLICATION:
• General wire harness.
• General insulation on PVC tapes.

STANDARD SIZES:
Width:   18mm
Length: 7 yards

COLOUR AVAILABLE:
Black, Blue, Yellow, Green, Red


